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MSDS - Material Safety Data Sheet
Product Name: Pure Citrus - Lemon Air Freshener

MSDS No.: NA221

Manufacturer: BLUE MAGIC, INC.
Address: 1207 N. FM 3083 E.
City, ST Zip: CONROE, TX 77303

Last Update:  03/08/2007
Chemical State: Liquid [] Gas [] Solid

Chemical Type:  [_| Pure Mixture

B Pers. Protection)|

OSHA  ACGIH Other
CAS No. Chemical Name % Range EHS NTP IARC SUBZ313 PEL TV Limits
5989-27-5 Terpene Hydrocarbons 100 N/A N/A N/A

[:] Chronic D Fire
Hazardous Identification Information:

This product contains no hazardous ingredients.
is product contains no carcinogens(NTP,JARC, or OSHA).

Route(s) of Entry:
N/A

Health Hazards (Acute and Chronic):
This product is a mixture for which no health hazard data exist. Food and Drug administration evaluation was GRAS. FEMA evaluation
was GRAS.

Signs and Symptoms:
Can cause eye and skin irritation.

Medical Conditions Generally Aggravated by Exposure:
Eye and skin irritatnt.

Emergency and First Aid Procedures:
Flush eyes with water until discomfort is relieved. Wash skin with soap and water. Consult a physician if required.

Other Health Warnings:
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MSDS - Material Safety Data Sheet
Product Name: Pure Citrus - Lemon Air Freshener

MSDS No.: NA221

Flash Point: 117 Deg F Lower Explosive Limit:  N/| Upper Explosive Limit: N/
Fire Extinguishing Media: Carbon dioxide, foam or dry chemical.

Special Fire Fighting Procedures:
SCBA recommended. Do not use water, handle as an oil fire. Smother and exclude air.

Unusual Fire and Explosion:
Combustible liquid, keep away from heat, spark and open flame.

Steps to be Taken in Case Material is Released or Spilled:
Treat spill with oil absorbent material. Remove mechanically, use rag and mop to clean up small spills. Caution: Slippery on fioor.

Precautions to be Taken:
Store in full, tightly closed containers at refrigerated temperatures (less than 80 Deg F). Partially filled containers should be blanketed
with nitrogen.

Other Precautions:
Clean up all spills. Partially filled containers should be blanketed with nitrogen.

Ventilitabon Requirements:
Local exhaust adequate.

Personal Protective Equipment:
Respiratory Protection: Optional depending on condition of use
Protective Gloves: Optional, not required.
Other Profctive Equipment: Safety glasses or goggles.

E,,_ genic Practices: Wash hands and amms after handling
Boiling Point:  >160 Melting Point: N/A Evaporation Rate: Slow
Vapor Pressure (mm Hg.): NA Vapor Density (AIR=1): N/
Solubility In Water: Insoluble
Apprearance and Odor: Clear, coloriess, sweet lemon aroma
Other Information:

Stability:
Stable

Incompatibility (Materials to Avoid):






